BR-C510
BR-C510-

Pro-Set tool (TL-CB10)

SERVICE INSTRUCTIONS

W

| Cantilever brake

l Combinations
The Pro-Set tool and link wire are different for each
catilever brake model. Combine the parts correctly.

Pro-Set tool

Link wire

Color: Blue
BR-C510
BR-C510-B
Color: Pink
BR-C510
BR-C510-B
Rear only

Installation of cantilever brake :

1. Install the brake body on the frame.

5mm allen key

For front...red
For rear...white

When seen from above, the correct shoe
position is when the shoe arrow is in the
direction of rotation of the rim.

NI
R: for right
L: for left

2. Set the link wire and inner cable.

Do not fix them yet.

Link wire_

3. Attach the Pro-Set tool and pull the inner cable.

Cable carrier

4. Fix by tightening the wire fixing nut. At this time
check the following.
» That the cable carrier is positioned in the center of
the Pro-Set tool.
e That the Pro-Set tool is touching the brake body.

- Cable carrier

6. Loosen the shoe
fixing nut.

Shoe fixing nut

== ~10mm wrench

5mm allen key

7. For attaching, the brake shoes have to contact the
rim firmly.
« Position the cable carrier and the Pro-Set tool at the
center of the frame.
¢ Adjust so the both ends of the brake shoe stems are
equal and that ®=®.

Pasition the

shoe so they 1mm
are Tmm }
fromthetop ¥
of the rim.

When adjusting so & =®),
the lines on the brake shoe
shaft serve as the guide.
The shoe dowels are to
obtain the best setting of
the toe-in between the rim
and the shoe surface.

Rotational
direction of rim

Rotational
direction of rim

Shoe clearance is not
needed.

. 10mm wrench

Smm allen key

9. Remove the Pro-Set tool.

Note
Do not pull the brake lever
while the Pro-Set tool is
attached.

10. Match the balance on right and left using the
spring force adjustment screw.

Use the values of the
outside width when the
shoe touches the rim
as a guide.

Link wire X
A/73 136mm

$/63 130mm

+Use genuine Shimano brake shoe (for cantilever
brake) when replacing a brake shoe.
*Use Shimano SLR cable when replacing a brake

Please note: specifications are subject to change for improvement without notice.

(English)
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